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1.4�ÖAnti-Shock Mechanism & Plate (Optional)

Part List

Installation

Single PrintheadCombined Printheads

Note: Installation for single printhead is the same as combined printheads.

Note: The installation direction can be adjusted.

Note: The anti-shock mechanism and plate is optional, according to demand.

Combined printheads side printing
Note: The installation direction can be adjusted.

Combined printheads downward printing

Anti-Shock
Mechanism

Anti-Shock Plate

M4*8 screws
(fix printhead)

M3*10 screws
(fix anti-shock plate)

Anti-Shock
Mechanism

Anti-Shock Plate

M4*8 screws
(fix printhead)

M3*10 screws
(fix anti-shock plate)
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1.5 Bracket Installation 
Installation details, please refer to the installation video in the USB disk.

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

Down Printing of Single Printhead Side Printing of Single Printhead

Side Printing of Double Printheads

Separate Printheads Installation

Down Printing of Double Printheads
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Chapter 2
Multi-printheads Inkjet Printer Installatin Manual

*If the printheads need to be separated, please refer to the installation instruction 
for double-printheads inkjet printer
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2.1 Aviation Connector Adjustment

2.2 Single Printhead Installation

 

 

 

 

 

 

 

  

  

  

  

 
  

Aviation connector default status

Note: for easy operation, installation

direction can be adjusted.

 

 

Single Printhead for Side Printing Single Printhead for Down Printing 

Remove the 3 screws on the connector, take off 

the plate, place it into another direction as shown 

in the picture, then fasten the screws back.

Connector Adjustment Finish
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Anti-Shock Plate Combined Printheads

2.3 Combined Printheads Installation

Fix the two printheads together by 2pcs 
M3*10 
screws；(The diameter of the screwdriver 
needs to 
be less than 3.5mm.)
Use the same way to combine with other 
printhead(s).

We will equip the different anti-shock 
plate according to the printheads number 
user ordered.



 

 
PH1

PH6

PH5
PH4

PH2

PH3
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1. After combined the printheads and assemble the anti-shock plate, fix the adjustment modules onto the both sides 
of the printheads (as in below picture):

Note: the adjustment module can adjust the printhead with vertical or horizontal position, adjustment scope is 0~25mm, 
         can adjust the printhead on the same horizontal line. 

2. After the adjustment modules installed, fix the printheads onto the production line:

Note: 1) Use the gradienter to adjust the position, to make them in the same level.
         2) User need to prepare two bars length according to the production line's width, bar diameter need to be 16mm.
         3) User may prepare themself or order customized fixed block according to the object's height.

2.4 Combined Printheads Installation on Production Line (Optional)

 

 

Installation for Down Printing

Two adjustment module cross combination

The installation brackets are optional parts, user can order the different installation bracket 
according to different installation ways.

 

 

Fixed Block



Note: the adjustment module can adjust the printhead with vertical or horizontal position, adjustment scope is 0~25mm, 
         can adjust the printhead on the same horizontal line. 

Two adjustment module cross combination
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1. After combined the printheads and assemble the anti-shock plate, fix the adjustment modules onto the both 
sides of the printheads (as in below picture):

Installation for Side Printing

2. After the adjustment modules installed, fix the printheads onto the production line:

PH1

PH2

PH3
PH4
PH5

PH6

Note:  Use the gradienter to adjust the position, to make them in the same level.
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Chapter 3
Uneven Surface Printing Inkjet Printer Installastion Manual

*Suitable for double printheads and multi-printheads uneven surface printing inkjet printers.



17

3.2 Printheads Adjustment

 

 

 

 

 

 

 

Aviation connector default status
Note: for easy operation, installation direction can be 
adjusted.

Remove the 3 screws on the connector, take off 
the plate, place it into another direction as shown 
on the picture, then fasten the screws back.
Connector Adjustment Finish

3.1 Printhead Introduction

 

Earth wire screws

Anti-Shock Mechanism
Deflector
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3.4 Set up printer, deflector, and anti-shock mechanism
 

1

2

Step 1: Unfasten the 4 pieces 
M3 screws and take the standard 
deflector off.

Step 2: Replace with 
9mm reflector and tighten 
the screws.

Note: In normal printing, 
throw distance is 12.7mm, while 
need to print on small curve 
surface, we can change to a 
9mm deflector.

3.3 Pole Holder Adjustment for side/down printing

 
  

Side Printing Down Printing
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3.5 Bracket Installation 
Installation details, please refer to the installation video in the USB disk.

 

 

 

 

 

 

 

 

 

 

Down Printing of Single Printhead Side Printing of Single Printhead

Separate Printheads Installation
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Chapter4
Egg Printing Inkjet Printer Installation Manual
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4.2 Printhead Adjustment Module Installation

4.1 Printhead Introduction

 

Earth wire screw

Anti-shock Mechanism
Deflector

Fix the adjustment module onto the anti-shock mechanism (as below):

Note: The adjustment module enable to adjust the printheads' position vertically, scope is 0-25mm.
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4.3 Bracket Installation

1. After assemble the bracket as in above picture, fix it onto the production line.

PH6

PH5

PH4
PH3

PH2

PH1

2. Install the adjustment modules to the printheads firstly, then fix the printheads onto the bracket 
by sequence, then the controller (as in above picture);
According to the PH number connect the printhead and the controller.
Note: 1) User can adjust teh printheads' position slightly by the adjustment module according to 
the eggs' size.



Chapter 5  Main Unit Introduction
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5.1  Double printheads Printer

 

 

USB Port  Power  

Ethernet port 
 

DB15 port  

On-Off Switch 
 

Port of 
Printhead 1

Port of 
Printhead 2
 

 

Note：1) DB15 port：can connect with external photocell, encoder, alarm kit or external data 
                source.
           2) Ethernet port: can connect with Ethernet cable or external data source.
           3) USB port: can connect with USB or external data source.
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5.2 Controller introduction of the multi-printheads printer

 

Controller top

Controller bottom

 

 

 

Power Input

Printhead 1 port

Printhead 2 port

Printhead 3 port

Printhead 4 port

Ethernet port

DB15 port

Printhead 5 port

Printhead 6 port

USB port

Power button

Note: 1) DB15 port: can connect to external photocell, encoder, alarm kit or other external data 
source.
2) Ethernet port: can connect with ethernet cable or other data source.
3) USB port: can connect to USB disk or other data source.



5.3 Technical Specifications 
A. Performance Values  

Item Specifications Note 
Technical source HP TIJ 2.5 Thermal Ink Jet technology  

Dimension 

 

  

  
Print heights

 

   

 
   

Print speed 

Resolution

 
 

  

 
 

 
 

Print application 
Barcode, alphabetic, numeric, image logos, 
date/time, expiration date, shift code, counter, lot-box 
code  

 

Connection Ports 
 

 

 

 

Interface 

 

 

Ink management 

1.Automatically recognizes ink types, and identifies 
optimum printing parameters for each ink type; 
2. Guarantees the using of genuine original HP ink; 
3. Automatic measuring system for the usage of ink. 

 

Mounting

     
Product Certification CE, FCC.  
Environment 
requirement  1. Working environment: -10°C~ +45°C; 10%-85%RH;

2. Storage environment: -25°C~ +55°C; 10%-90%RH.

Power supply

50~600DPI

0~60m/min（300DPI）
0~30m/min（600DPI）

1) Ethernet: 100Mb/s, Synchronized control of multiple
    devices via PC;
2) USB2.0: Support U-Disk;
3) DB15: For external devices like photocell, 
    synchronizer or alarm kit connection;

1) 7 inch 800 *480 color LCD touch screen;
2) With touch screen interface operation, easy to use;
3) Printer can work separately without PC software;

Standard side and downside printing assembly, 
customers can fix it flexibly;
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Double printheads printer：1-25.4mm
Multi printheads printer：1~76.2mm
Uneven surface & Egg printer：1-12.7mm

Normal printhead：126*100*31mm/4.9*3.9*1.2inch
Stretchable printhead：142*133*55mm/5.6*5.2*2.15inch

Controller（H*W*D）: 210*135*37mm/8.3*5.3*1.46inch

AC 90V-240V/50-60HZ


